
POND PUMPSSUBMERSIBLE



FOR USE 

IN PONDS, 

FOUNTAINS, 

WATERFALLS, 

HYDROPONIC 

SYSTEMS, 

AND MORE!

STANDARD

90080
120 VOLT  |  800 GPH
•	 Max pumping height: 9-3/4 ft.
•	 55	Watt	mag	drive	motor

90081
120	VOLT		|		950	GPH
• Max pumping height: 11-1/2 ft.
•	 75	Watt	mag	drive	motor

•	 1	in.	discharge
•	 Thermoplastic	construction
•	 Easy	to	clean	pre-filter
•	 Multiple	adapters	included
•	 Adjustable	flow	control
•	 16	ft.	grounded	power	cord



SUBMERSIBLE POND PUMPS

LARGE EXTRA LARGE

90082
120 VOLT  |  1200 GPH
•	 Max	pumping	height:	13	ft.
•	 80	Watt	mag	drive	motor

90083
120 VOLT  |  1800 GPH
•	 Max	pumping	height:	16	ft.
•	 150	Watt	mag	drive	motor

•	 1	in.	discharge
•	 Thermoplastic	construction
•	 Easy	to	clean	pre-filter
•	 Multiple	adapters	included
•	 Adjustable	flow	control
•	 16	ft.	grounded	power	cord

90084
120 VOLT  |  3200 GPH
•	 Max	pumping	height:	19	ft.
•	 100	Watt	mag	drive	motor
•	 1.85	in.	discharge
•	 Thermoplastic	construction
•	 Easy	to	clean	pre-filter
•	 Multiple	adapters	included
•	 16	ft.	grounded	power	cord

1
YEAR  

WARRANTY

ON ALL 
SUBMERSIBLE 
POND PUMPS



SUPERIOR	PUMP
45	MARYLAND	AVE	E			|			ST.	PAUL,	MN	55117
WWW.SUPERIORPUMP.COM			|			800-495-9278

ENERGY EFFICIENT, OIL FREE, MAGNETIC DRIVE 
MOTOR FOR ULTRA QUIET OPERATION   

SUBMERSIBLE POND PUMPS


